
EBP - EBP E

D811086  ver. 04 22-10-02

Via Lago di Vico, 44
36015 Schio (VI)
Tel.naz. 0445 696511
Tel.int. +39 0445 696533
Fax 0445 696522
Internet: www.bft.it
E-mail: sales@bft.it

BFT Torantriebssysteme GmbH
Johannisstr. 14,D-90763 F�rth�

Tel. 0049 911 773323
Fax 0049 911 773324

Parc Club des Aygalades
35 bd capitaine GEZE
13333 MARSEILLE Cedex 14

Tel. 0491101860
Fax 0491101866

BFT DEUTSCHLAND

BFT FRANCE BFT S.p.a. ITALIA

Via Lago di Vico, 44

36015 Schio (VI)

Tel.naz. 0445 696511

Tel.int. +39 0445 696533

Fax 0445 696522

Internet: www.bft.it

E-mail: sales@bft.it
http://www.bft-torantriebe.de

GB LOOKING

8 0 2 7 9 0 8 1 1 2 5 0 7

INSTALLATION AND USER'S MANUAL
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75mm EBP E75

52mm EBP E52

90mm EBP E90

72

Mod. EB

EBP 230 EBP 110 EBP 12EBP 24

P - EBPE52 - EBPE75 - EBPE90

Power supply

230V~ ±10%

50/60Hz

110V~ ±10%

50/60Hz

110/230V~

24V~ ±10%

50/60Hz

12V~ ±10%

50/60Hz

400mA 840mA 15A 24A

150mA mA 1,45A 3A

Working temperature

-20¡ Ö +55¡

Case protection

IP44

Breakaway current

Current for keeping the lock
picked up

260

1:1

EBP - EBP E Ver. 04EBP - EBP E Ver. 04

Please refer to the EBP connection indicated in the instruction manual of the control unit

2x1.5 mm
2
H07 RN-F

(MAX L=4m)

2x1.5 mm
2
H07 RN-F

(MAX L=4m)

(For intermittent use only)
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